Danger: Laser radiation. Avoid ifnacl eye contact with light source. 



Laser Guide 



OPERATION 

The laser 901ft© will generate a rod colored line on the wort surface when the 
saw btede *s spinning above 50QYpnv This laser lime will lei you see your mart: 
and your laser guide line at the same time, and will assist you irk lining gp your 
mart lor more accurate cutting of the work piece 



ALIGNMENT 

Align the laser line and your mark with the blade at the uppermost position, 
Once both lines aro In allgnmwtt do not move tho work piece until after you have 
finished cutting. Make several practice cuts on dl lerenl styles and thickness ol 

maurlal, 

I nSt rUCtiOtl MSMUllI Anr " f° v nave C * CWI>0 familiar with using your laser guide you will be able to 

remove, cut or leave your mark on the work surface. Practice will teach you the 
correct position for aligning the laser line will) your mark 



CHANGING THE BATTERIES 
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Unplug your saw 

WARNING: Failure to unplug your saw could result In accidental starting causing 

poss*k> serious personal injury 

Remove the laser guide from the saw. Lay the laser guide on a f at surface with 

the two Philips screws facing upward, Roinove the scrovrs and separate the 

covet from lire base. 




Note; Do not maka coniaa wim we switch 01 laser module. 



READ PRIOR TO INSTALLATION 



Whan replacing In* battery pack lake mis opportunity to clean oul any sawdust 
and debris inside the laser guide. 

DO NOT ATTEMPT TO ACTIVATE THE LASER 

The laser is activated by means of a centrifugal switch only while the saw motor 
is running and the laser guida Is mounted on the saw, 

After denning Me loser gurfe and replacing the batteries, secure In* cover lo 
the laser guide support using. Ihe two Philips head screws For proper assembly, 
be sure to align Ihe Key on the plastic cover with the key slot in the laser guide 
support. Hand lighten Ihe screws I rsl then lighten Ihe screws evenly, 

SAFETY INFORMAITON 

When mounting the laser guide, check carefully that the blade guard mechanism 
does not make contact with the unit. The blade guard must be able to move 
Ireely to avoid potential safety hazards. 

Warning this laser guide is designed to be used on Miter Saws. Do not attempt 
to use on table saws, 01 portable machines. Make sure that the bolt is tightened 
properly to assure that it is safe and secure. 

DANGER.-AVOtO DIRECT EYE EXPOSURE TO LASER BEAM 

MAXIMUM OUTPUT iMW 
WAVELENGTH 6SQNW 
Class Ilia Laser Product 



We have dalarminad In most applications the existing bo/I supplied vnth your 
machine will secure Wo loser guide, however if your bolt is not long enough, or 
the Head of (n* original 6o9 comes in contact wtih ihe msrde of ffte guard use one 
of Ihe included replacement bolts. 

MOUNTING THE LASER GUIDE 

Warning: Faluns to unplug your saw could Mult In occidental starting causing 
possible serious personal injury. 

Make sure Ihe inner Blade washer is m place before positioning the saw Wade on 

ihe spindle ol your saw. 

Note: The laser guide replaces the outer Wade washer that game with your saw. 

Position the flat surface of laser guide against the blade 

Depress spindle lock button and secure the laser ginde In place using the 
existing boll supplied with /our machine and replace Ihe blade guard. If the bolt 
is not long enough to properly secure the laser guide in place, or after installation 
of the guard the head of the bolt kiton'ores With the guard mechanism use one ol 
the Included replacement bolts. 

Warning: Failure lo ensure the bolt is long enough to secure Ihe laser guide 
and saw blade onto your machme may result in the Wade coming oh" during use 
causing serious bodily injury, Failure to ensure adequate room between the head 
of trie bolt, and Ihe inside of the guard mechanisrn may result in unsafe operating 
conditions. 



8fj* Guard R«WowW lor IntUUtOn. 
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